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COMPANY PROFILE

Shenzhen SisoTT Technology Co., Ltd was established in 2003. It is a hi-tech enter-

prise focusing on optical telecommunication solutions. SisoTT has been being rooted
in the telecommunications industry. It has devoted to provide diverse solutions for
customers and to improve completed product range. With 15 years of efforts, Si-
soTT's product system basically covers applications of the trunk transmission, FTTH,

Data Centers, Network value-added service, etc.

SisoTT 's products have been exported to more than 60 countries and regions, includ-
ing: Asia, Europe, America, Africa, etc. Its’ products and solutions are widely applied
in governments, operators, finance, education, healthcare, Internet, energy, trans-
portation, commerce and manufacturing industries and information construction
areas. Recent years, we have been concentrated on developing markets in Southeast
Asia and setting up branches, warehousing and logistics systems locally in order to

enhance and achieve the satisfaction of customers in Myanmar.,

SisoTT is always customer-oriented. It will continuously improve the quality of prod-
ucts and the rank of service, and will provide more competitive and comprehensive
solutions for customers.
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Optics for the Data Center Ethernet

Intra-rack Inter-building 100G QSFP28
Distance: SR4, LR4 and ER4
106G SEP+DAC . ‘ﬁ" 10G SEP+ LR . i MPO/MTP and LC connector

L L

% >
& 10GSFP+SR ‘y‘fr 40G QSFP+LR4
o

‘A Data Centers Switch Interconnect

*

j‘ 100G QSFP28 LR4 ¢ InfiniBand QDR and DDR Interconnects
L
*

4x25G electrical interface
Operating
Temperature: Commerdial

Server and Storage Area Network Interconnect
Routers and Transport Interfaces in Core Networks

Inter-rack $iEee | High-speed electrical | 4igee | 100GBASE
B3 | nterface Campliant | jnterfaces

~
& 10G SFP+SR

‘Ii’

A" s 10GSFP+AOC
5‘:&#’{9 up to 300m

&% 406 QsFP+sRa

=

40G QSFP+

Distance: SR BIDI, 5R4, IR4, C5R4, LR4 and ER4
MPO/MTP and LC connector
4x10.3G per channel

Operating

/ﬁ}r) 40G QSFP+ BIDI Temperature: Commercial

40G QSFP+DAC Bl !
1 up to 10m
40G QSFP+AOC
* _ upto100m
Q 100G QSFP28 DAC

¢ Data Centers Switch Interconnect
+ |nfiniBand QDR and DDR Interconnects
+ High Performance Computing Interconnect /”'

sieee | High-speed electrical | gueee | 40GBASE
8023bm | jnterface Compliant | [nterfaces

Ordering Information

Building 2

Q 100G Q5FP28 ADC SST-QSFP28-Xx Optical Transceiver 100G QSFP28 XX=SR4 /LR4 /ER4
B — 10/25G Intra-rack
10/25/40/100G Inter-rack SST-QSFP+XX Optical Transcelver 40G QSFP+ ¥X{=SRd /CSR4 fIR4 /LR4 /ER4
— 1 0/25/40/100G Long sparvinter-bulilding T
;;,f" 100G QSFP28 5R4 SST-QE8940G-5R Optical Transceiver 40G QSFP+SR BID!

www.sisott.com m
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Ethernet

10G SFP+
Form factor: Dual fiber SFP+
WDM & CWDM & DWDM SFP+
Distance: SR, LRM, LR,ER, ZR, ZR+, ZR++ {120KM)
Operating
Temperature: Commerdal and Industrial
+ Supports digital diagnostic monitoring (DDM)
+ Interoperability with 10G XENPAK, 10G X2, and
10G XFP interfaces on the same link

10G XFP

Form factor: Dual fiber XFP
WM & CWDM & DWDIM XFP
Tunable DWDM XFP ==
Distance: SR, LRM, LR.ER, ZR, ZR+, ZR++ [120KM)
Operating
Temperature: Commercial and Industrial
# Supports digital diagnostic monitoring (DDM)
# Interoperability with 10G XENPAK, 10G X2, and

10G SFP+ interfaces on the same link

Ordering Information

S5T-5FF+XX Optical Transcehver 105 SFP+ XX=LRNY SR/ LR/ ERS ZR/ ZR+/ ZR++
SST-PBrxxxTG-LXX Optical Transceiver 10G SFP+BIDI XX=T0KM/ 40KM/ BOKNM/ BOKM
SST-KFP-XX - Optical Transcerver 10G XFP XX=LRM/ SR/ LR ER/ ZR/ 2R+
S5T-XBxxxxTG-LXX Optical Transceiver 10G XFP BID! X¥=10KM/ 408M/ 60KM/ BOKM

wooe refers to the wavelength. Egr 2733=TX1270nm/RX1330nm

Ethernet

1.25G SFP
Form factor: Dual fiber SFP Copper SFF CSFP
SGMIISFP
WDM & CWDM & DWDM SFP
Distance: 100m up to 140km
Operating

Temperature: Commercial and Industrial
¢ Supports digital diagnostic monitoring (DDM)
* Interoperability with GBIC/SFF/1x9 on the same link

125M SFP
Form factor: [Dual fiber SFP

Copper SFP

WDM & CWDM & DWDM SFP
Distance: 100m up te 150km
Operating

Temperature: Commercial and Industrial
+ Supports digital diagnostic monitoring (DDM)

« Interoperability with SFF/1x9 on the same link

Ordering Information

SST-P**1G-XX Optical Transceiver 1.25G S5FP X¥=550m or 10km or 40 km upto reach 140km
SST-PE**1G-LXXD . Optical Transceiver 1.25G SFP BIDI X4=550m ar 10km or 40 km upto reach 120km
S5T-PC**1G:LXXD Optical Transcepver 1.25G CWDM SFP XX=550m or 10km or 40 km upto reach 140km
S5T-PD**1 G-LXXD Optical Transceiver 1.25G DWDM SFP XX=550m or 10km or 40 km upto reach 140km

**refers to the wavelength. Eg: 13=1310nm

www.sisott.com m
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XPON Video
®

Video SFP
DVE Service p
o Form factor:  Single Tx & Single Rx SFP
@ : R Dual Tx & Dual Rx SFP

Transceiver SFP
CWDM & DWDM SFP
Date rate: From 50 Mbps to 3Gbps

ISP WWW

= e z

FTVIATT Video T - f” = Distance: 2krn up to 60km
) . b Operating
Vioice Service Temperature: Commercial and Industrial
# Supports digital diagnostic monitoring (DDM)
GPON SFP  SMPTE 297-2006 compatible

Distance: ¢ Supports SD-SDI, HD-SDI and 3G-SDI
Up to 20km at 9/125um G.652 SMF

SC receptacle, both ONU and OLT series

Digital Optical Monitoring (DOM) support

Operating Case Temperature Cormmercial and Industrial
Complies with ITU-T G.984.2 class B+ and C+

"
GEPON SFP SDIHDMI Camera ﬁ 5 SOIHDM| Qutput
Distance: ™

Up to 20km at 9/125um G.652 SMF

SC receptacle, both ONU and OLT series ' -}f-s, @‘Sﬁlr

Digital Optical Monitoring (DOM) support
Operating Case Temperature commercial and industrial SDIJHDMI Loop Output SOIVHDMI Gutput
Compliant With |EEE 802 3ah-2004, PX20+ and PX20++

Ordering Information
Ordering Information g

SST-P1T13V3-LXX Optical transmitter 2,97G Video 5FP Single Tx, 1310nm, LC ¥X=2KM, 20KM, 4GKM
S5T-P4321-5B2DB Optical Transceiver GPON OLT SFP Class B+ t
T S5T-P1RVAL Optical recaivar 257G Video SFP Single Ry, PIN phatodetector
SET-P4321-5C2DA Optical Transcemver GPON OLT SFP Class. C+ T
S5T-P2T13V3-LXX Optical transmitter 2.97G Video 5FP Dual T, 1310nm, LC XX=2KM, Z0KM, 20KM
S5T-P3412-5B2DA Optical Transceiver GPON ONU SFP
55T-P2RVAL Optical recaiver 297G Video 5FP Dual Rx, PIN photodetector
S5T-P4311-SE2DA Optical Transceer GEPON QLT SFP PR20+ .
T SS5T-P13W3-xx Optical transceiver 2.976 Video 5FP, 1310nm, LC, XX=2KW, Z0EM, 40KM
S5T-P4311-5E2DC Optical Transceiver GEPON QLT SFP FX20++
S5T-P3411-5E2DA Optical Transceiver GEPON ONLU SFP

www.sisott.com
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LTE Fiber Channel&SDH

CPRI Patch Cord

Standard Duplex LC connector

Intercampus 5L

|P67 protection, salt-mist proof, humidity proof, dust

proof, waterproof, moisture proof Rald System ;
Fiber type: | @ | 5

Single mode and Multimode
Application:
3G 4G 56 base station, BEU, RRU, RRH, LTE

| SFP/SFP+ Q5FP+

Fiber Channel SFP

Form factor:  SFP and SFP+ CWDM & DWDM

Data rate: 2.125G,4.256, B.5G
i Distance: From 2km upte 80km
Operating
Wireless Computer Roarm Temnperature: Commercial and Industrial
Hulding Besesand Unit Foal = [~ | e + Supports digital diagnostic menitaring (DDM)
R RRL

Fiber {CPRI Interfaces)

Radio Rermote Unit

CPRI OBSAI LTE SFP _ ‘“\

Form factor:  SFP and SFP+ CWONM & DWDM 4 E 1 Backup Fiber Link 4 E 1
Data rate: 3.072G/6.144G/10.3125G s

Distance: From 2km up to 80km e 20,00.60.80,100KIT] sy

Operating

Temperature: Commerdial and Industrial SDH/SONET SFP

 Supports digital diagnostic manitoring (DDM) " S o i

DWDM
. . Datarate:  STM-1/STM-4/STM-16/STM-64
Ordering Information ;
Distance: From 2km upte 80km
SST-P**3G-LXXD Optical Transceiver 3.072G SFP XX=2KM, 10KM, 20KM 40KM,80KM _ Operating
[ [ T : rcial and Industrial
SST-PYAEG-LXD Optical Transceiver 6.144G SFP XX=2KM, 10KM, 20KM,40KM 80KM Srparaisres: Corrmendal oty
] + Supports digital diagnostic monitoring (DDM)
SST-P**10G-LXXD Optical Transcaiver 10.31256G SFP XX=2KM, 10KM, 20KM 0KM 80KM

CPRI Patch cord DLOCPC-DLC/PC, Singlemode 941 250m (Mullimade 62 5/125, 50/125), GYFIH 2A1a (LSZH), 7.0mm, 2cores,
0.03m¢0.34m, 2mim, Outdeor Protected Branch Cable (Armored) Length= 10m, 20m..xxxM

www.sisott.com 09-10
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DAC(Direct Attach Copper Cable) AOC(Active Optical Cable)

100G QSFP28 DAC

Form factor: (QSFP28 o QSFP28
QSFP28 to 4*%25 SFPZ8 breakout

100G QSFP28 AOC

Form factor: (QSFP28 to QSFP28
Max distance: 70m on OM3{MMF) 100m on

DAC O MMF)
Max distance: 3 meters Datarate: 100 GB/s (4 % 25.78 GB/s)
Datarate: 100 GB/s (4 % 25.78 GB/s) Operating

Operating
Temperature: Commercial and Industrial
Application:  100GBE, QCR InfiniBand

Temperature; Commercial
Application: 100GbE, QDR InfiniBand

[ ITIITEII
. 40G~56G QSFP+AOC
40G~56G QSFP+ DAC ====
] Form factor:  QSFP+ to QSFP+ QSFP+ 1o 4*SFP+
Form factor: QSFP+ to QSFP+ e s T e 1 breakout AQC
QSFP+ to 4 5FP+ breakout DAC (e QSFP+ to 8%L.C Connectors breakout
Max distance: 10 meters s s e AOC
Datarate: 40Gbs and 56Gbs ""“:::: Max distance: 100m on OM3{MMF) 150m on
Operating = OMA{MMEF)
Temperature: Commercial and Industrial M= Datarate: 40Gbs and 56Gbs
Application:  40GbE, QDR InfiniBand, SAS & Fiber || ettt Operating
Channel eere—— Temperature: Commercial
e Application:  40GbE, QDR InfiniBand, SAS & Fiber
T Channel
10G SFP+ DAC
10G SFP+ AOC
Form factor:  SFP+ to SFP+ )
Max distance: 10 meters Form facmr' SFP+ IDFSFP+
Datarate: Multi-Gigahit upto 10.5G, backward Max dlstalmce‘ ;QO me\errs "
compatible to 1Gbps gatarall:e. rom 1Gto 11.3Gbps
Operating perating ) _
Temperature: Commercial and Industrial Temperature: Commerual* e :
Application: Ethernet: Rber Charine! Application: 1&10GhE, 1*QDR InfiniBand, Fibar
Channel
Ordering Information Ordering Information
SST-SFP+Cx 100G SFP+ to SFP+ Direct Attach Copper Cable xMeters »=1,2,3..10 S5T-5FP+ADCK 10G SFP+ to SFP+Active Optical Cable xMetersx=1,23.
SST-QSFP+Cx 406G Q5FP+ to Q5FP+ Direct Amach Copper Cable xMeters x=1,2,3..10 SST-QSFP+ADCK 40G QSFP+ 1o Q5FP+ Actlve Optical Cable OM3(OMA) xMeters x=1,2.3.,
SST-QSFP/ASEP-Cx 40G OSFP+ to 4*SFP+ Direct Attach Copper Cable xheters x=1,23..5 SST-QSFP/ASFP-ADCK 40G Q5FP+ to 4*5FP+ Active Optical Cable OM3{0OMA) xMeters x=1,2.3..
SST-Q5FP+Cx 566G QSFP+ 1o QSFP+ Direct Attach Copper Cable xMeters x=1,2,3..10 S5T-QSFP+ADC-8LC-x 40G QSFP+ to B*LC connectors Active Optical Cable OM3(0M4) xMeters x=1,23..
S5T-QSFP+ADCH 566G QSFP+ to QSFP+ Active Optical Cable OM3{OM4) xMeters x=1.2,3..

www.sisott.com 11-12
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Patch Cord Assembly PCI-E Server Adaptor

Dual-Port 40 GE Controller: Intel XL710 Gigabit Cantroller

Bus Type: PCl Express 3.0 (8 GT/s)
Bus Width: PCl-Express %8 (x16 PCI-E slots)
Metwork Interface Type: Q5FP+ Slot*2, LC Fber
Operating Systems: Windows Server 2012 R2% & 2012*

Windows 8% & 7%
Windows Server 2008 R2* & 2008* 5P2
Windows Vista* P2
Windows Server 2003 R2* 2 2003* SP2
Linux* Stable Kernel version 3.x, 2.6.%
Red Hat Enterprise Linux® 5,6

MPO/MTP Patch Cord

Features:

High density structure, 12~48 fibers in a termi, Straight
cross polarity connection or pair flip polarity are avail
able

Available for Multimode (OM3 and OM4) and Single
mode fiber types

Available for MPO/MTP trunk cable which combing
12~144 fibers

SUSE Linux Enterprise Server* 10, 11
FreeBS0 5*
Wihiware ESK/ESK™
D ua ] b PO rt 1 O G Controller: InEeL-D 825‘}9.E5*‘I )
Bus Type: POl Express 2.0 {5GT/s)
Bus Width: x 8 lane PCl Express, operable inx 8 and x 16

MPO/MTP to LC (Sc- FC) Network Interface Type: ;Il?;iSIUls "2
Breakout Patch Cord

Operating Systems: Microsoft Windows Server 2003 SP2 & 2008 R2
Features:

~

Windows Unified 520

rage Solution 2003
Windows Server 2008 SP2. SP2 Core
RHEL4.8 and RHELS.4

Linux SLES105P3 and SLES11

FreeB5D 7.5 UEF 2.0

Vhdware ES¥3.5 and ES¥4LT

' Offer Male or Female MPO/MTP connector

A
f

N

Support MPQ/MTP to LC or SC or FC connectors in
fiber counts of 4, 8, 12, 24
Straight, cross polarity connection or pair flip polarity

Sing [e+P0rt SFP+ Controller: Intel 82599E5 Gigahit Controller
areavalabje Bus type: PCl Express 2.0(5 GT/s)
Available for Multimode (OM3 and OWM4) and Single = Bus width: 8 lane PCI Express, operable in =8 and x16

mode fiber types : Network Interface Type: slots

Operating Systems: SFP+5Slars *1, two LC fiber-cptic connectors
Windows* Wista® 51
Windows Server® 2003 SP2
Wincaws* Unified Storage Solution 2002
Windows Server® 2008

Linux* Stable Kernel version 2.6
Linux* RHEL 4 Linux* RHELS
Lirux® 5LES 9.Linux* 5LES 10
FreeBsD* 7.0UEF* 1.1
WMware ESK* 3.x

LC Patch Cord

Features:

Available for PC, UPC and APC endface

Support Simplex and Duplex

Available for Multimode (OM3 and OM4) and Single

Ordering Information

mode fiber types S5-%710-F2 40GE PCI Server Adaptor Dual QSFP+ Fiber Port INTEL XL710 Chipset
Applied in LANs, CATY, FTTH, and Data Center 55-X540-T2 10GE PCI Server Adaptar Dual RIS Port INTEL X540 Chipsat
High-density fiber optic connectivity 1
55-10GZBF-5FF+ 10GE PCI 5erver Adaptor Dual 3FP+ Fiber Port INTEL 82599 Chipset
S5-10G1BF-SFP+ 10GE PCI Server Adaptor Single SFP+ Fiber Port INTEL 52599 Chipset

www.sisott.com 13-14



FTTX Solutions * Introduction

Housshold ONL
Mccess Cabiner [ |

FTTB

High-rise buildings : =~,

SEan anu box

@
' Internet -
Fiber Cptic Splice Closure Outdoor Dptlcal Fiber

PSTN IPTV
Vs "
] FTTH
Residential villas

Spllcer

FTTH Flaor Terminal Box

ey

OLT terminal Center Room

Customer Terminal Box

( 7 ) S e
_— QDOF Frame Linit Splitter Modules
Spliter
Epon OLT Equinment Gpon QLT
Socxet Panel .

FTTH Floar Terminal Box

Househald DML Access Cabinet Indpar Fiber Jumpers ETTH Baw-Type Epan Onu Bax =

Along with the fast deployment of FTTX and its worldwide application. Sisott offers an end-to-end infrastructure solution for central office (CO), opti-

cal distribution network (DN} and last-mile architecture, Sisott's broad selection of optical fiber products and end-to- end EPON and GPON solutions Socket Panel

can be customized for your specific next-generation network requirements. Sisott's structural and maodular products and configurations can not only

meet your present demands, but also support your future life needs in a cost-effective way. Onu Box

Optical Distribution Network (ODN} is a physical connectivity platform for next-generation broadband and gigabit access netweork, Sisolt provides di-
versified products to build an ODN of high performance and reliability, as well as to provide service of network planning and consultations, and instal-

lation supports. Sisott offers the highest quality preducts including indoor and outdoor fiber cables including specialized drop fiber cables; optical dis-

Spliar Distributhon Bax FOB m

www.sisott.com 15-16

tribution frames (ODF); cross connecting cabinets, splitter distribution cabinets (SDC); FTB boxes; fiber optical closures; passive PLC splitters; fiber -

optic patch cords and other accessories. Spiitter Distribution Box FDB
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GPON/EPON PLC Splitter

GPON OLT GPON ONT e

+ Avallable for 1%21%4,1*%8,1%76,1%32,1%64,1*128 and 2*2, 2%4, 2*8, 2*16, 2*32, 2*64 configurations

55-1508GS5 GPON OLT 55804H1 GPON ONT + \With different connectors: LC, SC, FC, etc

# 1U GPON OLT Chassis ¢ 4% 10/100M Ports * Available for different packages: Steel tube, ABS box, Rack Mount Metal Box, LGX Metal, Tray,Mini Plug-in

¢ 8% PONOLT Ports ¢ 1 *CATYV PQT * Low insertion loss and low PDL

# 87 GE Uplink SFP Ports * 1 * GE Fiber Port + Excellent uniformity over a wide wavelength range from 1260nm to 1620nm

¢ B * GE Uplink UTP Ports ¢ 1+ TEL Port + Working in temperature from -40C to +85C

* 110G Uplink Port Optional * Fully comply with Telcordia GR-1209-CORE and Telcordia GR-1221-CORE
N pp—— e — po—
EPON OLT EPON ONT

SS3000S(553000C+55300M+SS3108T) S5-304HW Triple Play EPON ONT

+ 3 EPON OLT Chassis + 4% 10/100M Ports +

# OLT Control Card * 1% CATV Port + :

# B * PON Ports + 8 * GE Uplink * 1* 5k Fiber Port(1550nm) +

* SFP Ports + 2 * 10GE SFP+ Ports EPON Cards(1-4pcs)  ® WIF +
* B* SFP PON Ports/PC

Rack Mount Metal Box LGX Metal

Ordering Information

558-1508GS 14U GPON OLT, & PON Ports+8 GE uplink optic Ports {3FP)+ 8 GE uplink Electric Ports

SS-B04HI . GPON ONT 4*FE Ethernet interface +1*POTS+1*CATY +1 GPON interface In se rt Type
55-11045M 1U GPON OLT, 4*PON ports+4*GE uplink optic ports+4*GE uplink electric ports Spﬁtter Moduie
55-11085 1U GPOM OLT, 8*PON ports+8*GE uplink optic ports{SFPI+E*GE uplink electric pons

$5-101HC . EPON ONT 1*FE Port+1 EPON interface

55-214HWI . EPON ONT 4*FE Ports +1*POTS Ports+WIFI+1 EFON interface

www.sisott.com 17-18
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Fiber Patch Cord FTTH Splitters Distribution Box

Description:
This series splitter distribution box is suitable for insert-type splitter module and ABS box type splitter; they
are used as a termination point for the feeder cable to connect with drop cable in FTTx communication net

work system,

Patch Cord/Optic Pigtails 16 Cores

(SC,LC,FC,ST,MU)

32 Cores

Bunched Fan-out

multicores 4, &, 8 up 1o 96 cores

- -
-

Features:
Available for different connectors: SC, LC, FC, 5T, MPO/MTP, MTRJ, MU, etc

PC UPC and APC polishing are available in Zirconia ceramic ferrule

Features:
Available for Simplex and duplex, pigtall type : :
) _ : , : * Available for 1*4, 1*8 and the max capacity can reach 1*64 or 2*32
Single mode fiber GE52D, GESTAT and GE57A2, Multimode fiber OM1, OM2, OM3 and OM4 are available o . . )
7 ) 5} J & Material: PC+ABS Plastic and Metal; Protection Level: IPES, wet-proof, water proof, dust proof, antiaging
The outer jacket can be PVC, LSZH, OFNR, OFNP etc ! ) .
) : : i _ : * Clamping for feeder cable and drop cable, fiber fixation, storage, distribution, etc
Low insertion loss and high return loss, high dense connection, easy for operation . ) ) ) _
; + Cable, pigtails, patch cords are running through own path without disturbing each other, cassette type SC
Customer lengths and connectors are available upon reguest j ;
adapter installation, easy maintenance

+ Distribution panel can be flipped up; feeder cable can be placed in a cup-joint way, easy for maintenance

and installation

www.sisott.com 19-20
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ODF FTTH Terminal Box
Door Type ODF M

Features:
# This door type wall mounted terminal box is avail The series are used in the end termination in residence to be fixed with pigtails. Wall mounting is available,

able for small capacity communication system, wall It can adapt variety of optical connections.

mounting. The cabinet is composed of 2 parts, one
links with optical cables for fusion connection be & Features:

tween optical cable and fiber pigtails. The other part * With protective doors, dustproaf

links with patch cord # Suitable for many types of modules, used in cabling
work area subsystem

+ Embedded type surface, easy for installation and

# ‘Whole range protected design far fiber lay to ensure

the bending radius=40mm
* Available for SC, FC LC, STadaptors
® 12, 24, 48 ports are available

rermoval

+ Available for fiber optic SC simplex or LC duplex and

can be used in both surface mounted installation
b and concealed panel installation

” 4
/_‘:’_5;_“‘ g - * All modules are soldertess mode

19 Inch Rack ODF

Fixed Type 0

oor

Drawer Type Features:
# Total enclosed structure, be in nice shape

» (Material: PC+ABS, wet-proof, water-proof, -
dust-proof, anti-aging, protection level up to IP&5 (0 S T
& With the function of fiber splicing, fixation, storage, m
distribution for feeder cable and drop cable | EEEERRRRR m
# Cable, pigtails, patch cords are running through * 1 =
their own path without disturbing each other,
cassette type SC/LC/PLC adapter installation, ﬁm m
easy maintenance ﬁ . # E

# Distribution panel can be flipped up, feeder cable

Features:

# 13 inch standard structure, rack mounted
* Available for the installation of FC, SC, ST, LC adaptors
* 12,24, 48, 72 and 96 ports are available

can go through a mid-span access way, easy for
maintenance and installation

* Fixed type, Drawer type, dust proof type * Wall-mounted, suitable for both indoor and outdoor
# These series of ODF can be applied in the branch connection of fiber termination, worked as distribution box use

www.sisott.com 21-22
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Outdoor Fiber Cable Indoor Fiber Cable

GYTAS3 Application:

Access Network, Fiber to the Home (FTTH)
: Features:

Double-side plastic coated steel tape
Flooding jelly compound

PE inner sheath

Phosphating steel wire

# Special low-bend-sensitivity fiber provides high bandwidth and excellent communication transmission
property

Fiber and filling jelly compound * Two parallel FRP strength members ensure good performance of crush resistance to protect the fiber
Flooding jelly compaund
Plastic coated alurminum strip

+ Simple structure, light weight and high practicability

PE Outer sheath # Flute design, easily strip and splice, simplify the installation and maintenance
& Low smoke, zero halogen (L5ZH) and flame retardant sheath
Application:
Direct buried GJXFH
Features:

# Good mechanical and temperature performance
# High strength loose tube that is hydrolysis resistant

+ Spacial tube filling compound ensure a critical pratection of fiber : ;
’ " Optical communication unit
+ Crush resistance and flexibility

Strength member
+ Compact structure, excellent water-blocking performance

Duter sheath

GYTS

PE sheath

Plastic coated steel strip
Fiber

Loose tube

Phosphating steel wire
Filling jelly compound
Flooading jelly compound

GJYXFCH

Application:
Duct / Aerial/Direct buried

Features:

+ Good mechanical and temperature performance Optical communication unit

# Loose tube material has good hydrolysis resistance performance and high strengeh Steel wire — Strength member
Outer sheath Outer sheath

# Spedial tube filling compound ensure a critical protection of fiber
& Specially designed compact structure is good at preventing loose tubes from shrinking

# Crush resistance and flexibility
+ Compact structure, excellent water-blocking performance

www.sisott.com m
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OEM Fiber Cable Accessories

, | Standards: Adaptor
: ¥DIT 901-2009 YDIT 12582005 Feagures:
I i * Available for LC, SC, FC, ST, MPQ/MTP and hybrid type

¥DIT 769-2010 | YD/ 1997-2008 « SM and MM optional
¥OVT 1155-2011 ¥OVT 2289, 1-2011 * simplex and duplex are avallable
| ' { [Fviiiconie. | Vomis e + Low insertion loss and high return loss
! 1 * PC, APC, UPC pptional
' | i I l Yo 21592010 | YDIT 125842005 # Durability=1000times
¥D/T 881, 3-2009 GIB 14288-2009

T

Application:

Elevated The Pipe

Features:

+ Excellent performance of water-blocking

» Excallent performance of tensile properties and temperature Fast Con nector

+ Excellent performance of resistance ta lateral pressure

« Excellent performance of resistance to electromagnetic interference Features:
* fyailable for SC/UPC and SC/APC type
* 5M and MM optional

Sisott OEM # Pre-terminated fiber in the ferrule, no epoxy, curing

and polishing

# Customized any length & Suitable for 3x2.0mm drop cable or

+ Provide 2-30,32-36,38-60,62-72 ... to 218-288 core cable 3.0/2.0/0.9mm cable

# Cable jacket with flame retardant, polyethylene material, a fire function * Durability=10006mes

# Use traction technology to avoid damage to the cable * Comply standard of IEC61754-4

www.sisott.com




